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Abstract - A constant volume, adiabatic system was used 
to study the exergy loss during the cycle. This analysis was 
conducted without any experimental measurements. The 
percentage of fuel available for methanol-air mixtures that 
was used up in irreversible processes was computed as a 
function of temperature, pressure, and equivalency ratio. 
The quantity of accessible energy destroyed by 
combustion generally decreases as temperature rises. 
Because methanol and ethanol include some oxygen, they 
don't ignite with sparks. This study examines a fuel-air 
real cycle and performs equivalency ratio-dependent 
calculations for exergy destruction during compression, 
combustion, expansion, and exhaust. The methanol and 
ethanol analyses were conducted using equivalency ratios 
of 0.8, 0.9, 1.1, and 1.2. Varying the equivalence ratio is 
novelty of research. As the equivalency ratio varied, 
calculations were also made for the destruction and 
availability of energy during compression for methanol 
and ethanol. Additionally, depending on the particular 
operating conditions, the equivalency ratio has a 
significant impact on availability and destruction. 
Discussion is held regarding the implications of these 
discoveries for the combustion processes of internal 
combustion engines. The impact of altering the 
equivalency ratio on the maximum temperature and 
combustion efficiency is evaluated. 

Key Words:  Spark ignition engine, Exergy, Equivalent 
ratio, compression, combustion 

1.INTRODUCTION  

It is well known that combustion processes result in an 
irreversible loss of energy or availability. One direct 
outcome is the availability of energy conversion systems. A 
powerful exposition of relevant physical facts, the second 
law of thermodynamics has numerous applications in 
engineering and energy conversion system operation. As 
an illustration, the second law determines the direction of 
processes, establishes equilibrium conditions, calculates 
the maximum performance of thermal systems, and 
identifies the elements of processes that are harmful to 
overall performance. The second law of thermodynamics 
offers a framework for a more comprehensive 
understanding of combustion processes. deep 
comprehension of the energy conversion mechanism. 
[1,2,3] 

        The objective of the current study was to examine in 
detail the destruction of availability due to the 
compression process. The compression process in 
adiabatic, constant volume combustion system was 
studied. 

Ethanol, methanol, and propane are the alternative fuels 
under consideration. An engineer is interested in 
determining the most useful work that can be obtained 
from a system in a given state.[27][28] Obviously, the 
maximum work will be obtained only when the system's 
final state is in equilibrium with its surroundings. In other 
words, until the system's interaction with the 
environment reaches a point where it can no longer 
function in any way. A system's availability is determined 
by the maximum amount of useful work that may be 
obtained throughout a process that ends when the system 
reaches a state of inactivity or equilibrium with its 
surroundings.[4] It is obvious that a system's availability is 
dependent upon both its internal and external conditions. 

The second law of thermodynamics, a comprehensive and 
potent statement of related physical observations with 
numerous implications for the engineering design and 
operation of energy conversion systems, directly leads to 
availability. [5]. 

2 Availability 

A thermodynamic property of a system, availability is also 
known as exergy or exergy (essence of energy) by various 
authors. It measures the maximum useful work that a 
system can achieve when it is permitted to reversibly 
transition to a thermodynamic state that is in equilibrium 
with its surroundings.[23][24] 

2 Methodology 

2.1 Restricted Dead State   

The restricted dead state is used to characterize the 
conditions of the local environment. This was selected 
because, when a system reaches perfect balance with its 
immediate surroundings, it can no longer generate any 
more valuable work and is deemed to be "dead." This dead 
state is incomplete and called "restricted" because the 
contents of the system cannot mix or react with the 
surroundings.[24][25]  
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For the dead state conditions, 298.15 K and 101.325 kPa 
(1 atm) are the recommended temperature and pressure. 
The composition of the dead state needs to be specified in 
addition to the temperature and pressure of the dead 
state. 

2.2 Irreversibility 

The entropy of a system plus its surroundings (i.e. an 
isolated system) can never decrease (2nd law).The second 
law states:[26] 

(ΔS) System + (ΔS) surr. = 0, where Δ= final –initial 

      > 0 irreversible (real world) 

                    = 0 reversible (frictionless, ideal) 

If Q is the heat from a source at T, then in an ideal 
situation, its availability or the maximum amount of work 
it can produce is Q(1-T0/T),  

where T0 is the ambient temperature. It will always be 
less than this amount. We call the difference as 
irreversibility. 

Availability = Maximum possible work-Irreversibility 

   W useful           = W rev – I                    (1.1) 

 

Figure 1.1 T-S diagram of Carnot Cycle [21][22] 

The differential amount of work done by the engine is 
given by 

 dW=dQ =dQ (1-To/T)                                            (1.2) 

If the Carnot engine works till the temperature of the body 
attains a value T2 (Figure 1.2) the total work done by the 
reversible engine is given by 

 

                         W= = Q(1- )= -To

 

 

3 Determination of Availability 

Once the thermodynamic properties of a given set of 
conditions are known, determining availability is 
comparatively straightforward. The kinetic and potential 
energies are ignored in this development (and can be 
shown to be negligible). All the way through the system, 
every time. [28,31,39] 

a = (u-u0) + p0 (v-v0) - T0(s-s0)           (1.4) 

The availability balance reduces to 

adest = a1-a2                               (1.5) 

change in entropy due to irreversibility’s as follows: 

adest=T0Sgen/m=I/m           (1.6) 

 where Sgen is the change in entropy due to irreversibility 

3.1 Exergy Concept 

 A system's exergy is the maximum shaft work it can 
accomplish within a specific reference environment. It is 
assumed that the reference environment is limitless, 
harmonious, and encompasses all other systems..[17] 

Table 3.1 of Properties of Fuels Used in Analysis 

TABLE –3.1 PROPERTIES OF VARIOUS FUELS [15,16] 

Property Methanol Ethanol 

Chemical formula CH3OH C2H5OH 

Molecular weight (Kg/kmol) 32.04 46.07 

oxygen present  (wt%) 49.9 34.8 

Stoichiometric air/fuel ratio (AFR) 6.47 9.0 

Lower heating value of the fuel 
(KJ/Kg) 

20000 26900 

Fuel energy (KJ/Kg) 21100 28400 
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Figure 3.1 T – S Diagram of SI Engine 

4. Mathematical formulations  

4.1Thermodynamic Relations 

In order to define the composition and fuel air equivalency 
ratio, it is useful to know the fuel air equivalency ratio, 
which is defined as 

Φ = (F/A) actual/(F/A)stoichiometric    (4.1) 

The molecular weights of the reactants and products were 
calculated using the following relations. 

MR = ∑ni Mi /N    (4.2) 

The quantity of reactant or product moles per working 
fluid mass unit is denoted by ni. The species has a 
molecular mass of Mi and a total molecular mass of N. The 
relationship is used to determine the specific heat of the 
reactant and product. 

Cp =  ∑ni Cpi / N   (4.3) 

Cv =  ∑ni Cvi / N    (4.4) 

R = Cp - Cv   (4.5) 

The value of Cp and Cv were calculated at two points 

At the beginning of the compression process 

At the average temperature (temperature following 
compression plus adiabatic flame temperature) / 2 during 
the combustion processValues of Cp and Cv of different 
fuels are calculated using the following equations. Specific 
heats as a function of temperature are represented as 

Cp = a + bT + cT2 + dT3    (4.6) 

(T in K, Cp in kj / kmol K) 

The values of the constants a, b, c and d are taken from the 
table 4.1. 

The compression efficiency can be defined as (For the 
reversible adiabatic process 1- 2s) 

ηc = T2s – T1/ T2- T1  (4.7) 

T2s/T1 = (V1/V2) γ-1  (4.8) 

Where γ is the adiabatic index and its value is Cp/Cv 

Now polytropic index is calculated by using the following 
equation 

T2/T1 = (V1/V2) n-1    (4.9) 

where V represents the gas in the cylinder's volume. 

A balance equation for availability was used to determine 
the mixture's availability during compression. (1–2).[39] 

a2 – a1 =( u2 – u1) + P0 (v2 – v1) – T0(s2 – s1) (4.10) 

The energy with work transfer is represented by the 
second term in this equation, and the energy destruction is 
represented by the third term. 

During the compression process, entropy generation is 
provided by 

Sgen = (Cp ln T2/T1 – R ln P2/P1 + Q/T0)  (4.11) 

In this cycle, the choice of constant volume adiabatic 
combustion allows for the combustion process to be held 
responsible for any variations in availability. Since 
combustion is adiabatic, there won't be any availability 
transfer as a result of heat loss through the cylinder wall. 
Undesirably high temperatures are reached at the 
maximum cycle temperature when all of the fuel's energy 
is deployed. 

Qin ×ηc × LHV = mf Cv (T3 – T2)     (4.12) 

Where mf is the mass flow rate of the air fuel mixture. 

The ratio of the net chemical energy released to the total 
energy released during combustion is known as 
combustion efficiency.[22] 

ηc = HR (TA) – HP(TA) / mf × LHV    (4.13) 

Where HR (TA) – HP (TA) = m (∑ni∆hfi)R - (∑ni∆hfi)P 
      (4.14) 

∆hfi is the standard enthalpy of formation of species i at 
ambient temperature TA. 

For every system going through any process, including 
reacting systems, the entropy balance is expressed 
as[25][26] 

          International Research Journal of Engineering and Technology (IRJET)       e-ISSN: 2395-0056 

            Volume: 12 Issue: 01 | Jan 2025                  www.irjet.net                                                                      p-ISSN: 2395-0072

 



  

© 2025, IRJET       |       Impact Factor value: 8.315       |       ISO 9001:2008 Certified Journal       |     Page 367 
 

Sin – Sout + Sgen = ΔSsys  (4.15) 

Sin – Sout  is net entropy transfer by heat and mass. 
Sgen is entropy generation and ΔSsys is the change in 
entropy. 

∑ Qk/Tk + Sgen = Sprod - Sreact (4.16) 

Where Tk is the temperature at the boundary where Qk 
crosses it. 

But for an adiabatic process (Q = 0) so entropy generation 
for an adiabatic process is given by 

Sgen = Sprod - Sreact  (4.17) 

Absolute entropy values at pressures other than 1 atm for 
any temperature T are obtained from the ideal gas entropy 
change relation.[19] 

 (T, P) = 0(T,Po) –  ln P/Po  
 (4.18) 

 (T,Pi) = 0(T,Po) –  ln yi Pm/Po                   (4.19) 

Where Pi is the partial pressure, yi is the mole fraction of 
the component, and Pm is the total pressure of the mixture. 

Energy destruction during combustion process is given 
by[19],[20]. 

Edest = T0Sgen     (4.20) 

Percentage of energy destruction is defined as 

Energy destruction during combustion/ Chemical energy 
of the fuel    (4.21) 

TABLE – 4.1 CONSTANT VALUES FOR EQN. (4.6) [21] 

Substance A b×10-3 c×10-5 d× 10-9 

Methanol 19.0 91.52 -1.22 -8.039 

Ethanol 19.9 209.6 -10.38 20.05 

 

5.Analysis 

Since the equivalency ratios of different fuels vary, the 
equivalency ratios used in the analysis are 0.8, 0.9, 1.1, and 
1.2. This is because the entire exergy analysis is based on 
these differences. This is so because these discrepancies 
form the foundation of the entire exergy analysis.  

 

 

 

6 Results and Discussion 

6.1 Air fuel Ratio vs Equivalence ratio 

Figure 6.1 shows the Air fuel Ratio vs Equivalence ratio for 
the all-selected fuels. It is shown that changes in air fuel 
ratio for the all-selected fuels. 

 

6.2 Energy Destruction during compression vs 
Equivalence ratio 

 

Figure 6.2 illustrates how the energy dissipation during 
compression changes the methanol and ethanol 
equivalency ratios. Energy destruction during 
compression is demonstrated to decrease up to the 
stoichiometric condition (Φ = 1), and this is because, for 
all selected fuels, temperature after compression 
decreases up to an equivalency ratio of 0.8 to 1. This 
reduces the amount of heat transfer through the wall. 
Figure 6.2 illustrates how energy destruction during 
compression rises in rich conditions to an equivalency 
ratio of 1.1 and then falls further for all selected fuels. The 
temperature at an equivalency ratio of 1.1 is higher than 
the temperature at an equivalency ratio of 1.2, which 
explains why. Because temperature is at its lowest during 
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stoichiometric conditions, energy destruction during 
compression is at its lowest. 

6.3 Change in Availability during compression vs 
Equivalence ratio 

The availability of each of the chosen fuels changes during 
compression, as seen in Figure 6.3. It is demonstrated that 
availability increases for all selected fuels following 
compression, and this is because work is supplied during 
this process. Additionally, it is demonstrated that the 
trends for methanol and ethanol differ. 

6.4 Percentage Exergy Destruction vs Equivalence 
Ratio 

7 Figure 6.4 Percentage Exergy Destruction vs 
Equivalence Ratio  

Figure 6.4 illustrates the percentage of exergy destruction. 
The availability of each selected fuel varies with changes 
in the equivalent ratio. Initially, the exergy destruction 
decreases as the equivalent ratio increases, reaching its 
minimum at an equivalent ratio of 1. Beyond this point, it 
starts to increase again. This trend highlights the influence 
of the equivalent ratio on fuel efficiency and energy losses. 

6.5 Change in availability during combustion 

 

 

Figure 5 showcases the relationship between the 
equivalency ratio and availability during combustion. For 
propane fuels, availability consistently increases with a 
rising equivalency ratio. In contrast, iso-octane and 
ethanol exhibit a wavy pattern, driven by fluctuations in 
the air-fuel ratio and combustion efficiency. As the 
equivalency ratio increases, both air-fuel ratio and 
combustion efficiency decline, influencing availability 
trends. Notably, under lean conditions (Φ = 0.8 and 0.9), 
availability variations are evident for propane, methanol, 
and ethanol as the equivalency ratio rises. These findings 
highlight the complex interplay between fuel type, 
equivalency ratio, and combustion dynamics. 

6.6 Exergy destruction during combustion 

 

Figure 6 Exergy destruction during combustion 
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Figure 5 highlights how energy loss during combustion 

influences the equivalency ratios of methanol and ethanol. 

The temperature decreases as the equivalency ratio 

approaches 0.8 to 1 for all selected fuels. This trend indicates 

that energy destruction in the combustion process diminishes 

up to the stoichiometric condition (Φ = 1). At this point, the 

combustion process achieves optimal efficiency, minimizing 

energy loss. These findings emphasize the critical role of 

maintaining the equivalency ratio near stoichiometric levels to 

reduce energy destruction and enhance fuel efficiency. 

6.6 Exergy destruction during compression 

 

Figure 6 Exergy destruction during compression vs fuel with 

varying equivalent ratio 

Figure 6 presents the impact of energy dissipation during 
compression on methanol and ethanol equivalency ratios. 
Energy destruction decreases as the equivalency ratio 
approaches the stoichiometric condition (Φ = 1), 
attributed to a temperature drop during compression for 
all selected fuels between equivalency ratios of 0.8 and 1. 
This reduction minimizes heat transfer through the walls, 
enhancing efficiency. However, energy destruction 
increases under rich conditions (Φ = 1.1) before declining 
again for all fuels as the equivalency ratio rises. The higher 
temperature at Φ = 1.1 compared to Φ = 1.2 explains this 
behavior. At stoichiometric conditions, where the 
temperature is lowest, energy destruction during 
compression reaches its minimum, ensuring optimal 
performance. 

7. Conclusion 

The calculations and analysis presented above lead to the 
conclusion that, in comparison to the compression 
process, the combustion process destroys the most 
energy. The effect of the reactant mixture equivalency 
ratios on the percentage of energy devastated for a 
constant volume process due to combustion and 
compression is being evaluated because methanol and 
ethanol vary with the in-equivalency ratio in different 
ways. The variation in availability during compression is 
also analyzed using the shift in the equivalency ratio. The 
effect of the equivalency ratio change is evaluated because 

the engine's performance is influenced by both the 
maximum temperature and combustion efficiency. It is 
found that at stoichiometric conditions, energy 
destruction during combustion is negligible for both 
selected fuels. 

8. Future Research Scope 

It is possible to conduct further research on the two other 
processes—the expansion and exhaust processes, in 
particular. After that, the total amount of energy destroyed 
can be calculated. The energy losses over the course of the 
full cycle are then estimated. Consequently, we can 
increase the efficiency of the SI engine or, on the other 
hand, the efficiency of the entire cycle with the help of the 
aforementioned computations. 
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Nomenclature: 

η  efficiency 
φ  equivalence ratio 
γ  ratio of specific heats 
m  mass [kg]                      
a  air 
T  absolute temperature [K]         
c  combustion 
s  entropy [kj kg-1K-1]                                            
f  fuel 
S  absolute entropy [kj K-1]                                    
i  ith species 
a  availability 
p  pressure [bar]         
P  product 
V  volume [m3]     
R  reactant 
h  specific enthalpy                                              

adest  Availability Destruction  
AFR   Air Fuel Ratio 
Cp  At Constant Pressure Specific Heat 
Cv   At Volume Pressure Specific Heat 
ED  Energy Destruction 
HHV  Higher Heating Value of Fuel 
I  Irreversibility 
LHV  Low Heating value of fuel 
MR  Molecular Weight 
mf   The Mass Flow Rate of The Air Fuel 
Mixture 
ni  Moles of Working Fluid 
N  Total Molecular Mass 
η  Efficiency 
ηc  Combustion Efficiency  
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p0  Initial Pressure 
Q   Total Heat   
R  Net Change in Specific Heat 

  Change in Entropy 
Sgen   Entropy Generation 
ΔSsys   Change in Entropy of system 
T0          Ambient Temperature   
u  Internal energy 
u0  Initial Internal energy 
v  Volume 
v0  Initial Volume 
W  Work Done by Reversible Engine 
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