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Abstract - With the increasing incidence of ATM fraud,
there is a pressing need for enhanced security measures in
automated teller machines (ATMs). This paper presents a
dual-factor authentication system that integrates face
recognition and Personal Identification Number (PIN)
verification to improve ATM transaction security. Utilizing
a Convolutional Neural Network (CNN) for real-time face
recognition, the proposed system significantly reduces the
risk of unauthorized access. The implementation includes
an Arduino-based cash dispenser and a web application
developed wusing Tkinter, demonstrating a robust
prototype that effectively mitigates ATM fraud..
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INTRODUCTION-

The rise in ATM fraud has necessitated the development of
more secure authentication mechanisms. Traditional PIN
based systems are vulnerable to various attacks, including
shoulder surfing and card skimming. This paper aims to
enhance ATM security by integrating biometric face
recognition with conventional PIN verification, thereby
providing a dual-layered authentication approach. He rise
of ATM fraud, there is an increasing need for secure and
reliable authentication mechanisms. Traditional PIN-based
authentication systems are susceptible to various types of
attacks, including shoulder surfing and card skimming.
This project aims to strengthen ATM authentication by
integrating face recognition along with traditional PIN
verification.

As the demand for secure and user-friendly banking
systems grows, traditional ATM authentication methods
based solely on Personal Identification Numbers (PINs)
are becoming increasingly vulnerable to theft, skimming,
and unauthorized access. To address these security
concerns, this project introduces a Real-Time Face
Detection and PIN Authentication System for ATM
machines that implements dual-factor authentication,
combining biometric verification with a traditional PIN
entry.

The proposed system leverages computer vision and
machine learning techniques to recognize and verify the
user's face in real time using a Convolutional Neural

Network (CNN) model. To enhance reliability in lower-
resource scenarios, a Local Binary Patterns Histogram
(LBPH) method 1is also integrated as a backup.
Additionally, a secure PIN verification system is
incorporated using cryptographic hashing to ensure data
protection.

PROBLEM STATEMENT-

Automated Teller Machines (ATMs) are a primary channel
for cash withdrawals and banking transactions. However,
they remain vulnerable to identity theft, card skimming,
and unauthorized access. Traditional ATM systems rely
solely on card-based authentication paired with a PIN,
which can be stolen, guessed, or phished.

This project aims to design and implement a real-time,
dual-factor authentication system that enhances ATM
security by integrating facial recognition technology with
traditional PIN verification.

The core objective is to ensure that only the rightful owner
can access their bank account by validating both physical
presence (face) and knowledge (PIN), significantly
reducing the chances of unauthorized access and fraud.

LITERATURE SURVEY-

Previous research on ATM security has focused on various
biometric systems such as fingerprint and voice
recognition. These systems, though secure, often require
user contact or specialized hardware. Recent
developments in facial recognition, especially with
convolutional neural networks (CNNs), have
demonstrated robust accuracy in non intrusive user
authentication. Our approach combines this biometric
technique with a traditional PIN interface and includes
real-time hardware control, offering a complete security
system not commonly found in existing literature.

As ATM fraud and identity theft continue to pose serious
security concerns, the traditional reliance on Personal
Identification Numbers (PINs) alone has proven
insufficient. In response, the integration of biometric
technologies—particularly real-time face detection—has
emerged as a promising solution to enhance ATM security.
Combining facial recognition with PIN entry creates a
dual-factor authentication system, which significantly
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strengthens the authentication process and reduces the
likelihood of unauthorized access.

Real-time face detection technologies have evolved
substantially over the past decade. Early methods, such as
the Viola-Jones algorithm, provided rapid detection
capabilities but lacked robustness in conditions involving
poor lighting, occlusions, or varying facial expressions. The
advent of deep learning, particularly Convolutional Neural
Networks (CNNs), has transformed face recognition
accuracy and reliability. Models like VGG-Face, FaceNet,
and the more lightweight MobileNet and EfficientNet have
shown excellent performance in real-world applications.
For environments with limited computational resources,
algorithms such as Local Binary Patterns Histogram
(LBPH) offer a practical alternative, offering decent
accuracy with minimal processing overhead. Additionally,
Support Vector Machines (SVMs) are often used in
conjunction with these methods for facial classification
after feature extraction.

While PIN-based authentication remains widely used, it
has vulnerabilities such as shoulder surfing and brute-
force attacks. Enhancing it with biometric verification adds
an extra layer of protection. Modern systems often hash
and salt PINs to ensure secure storage and transmission.
Studies, including those published by IEEE and Springer,
have confirmed the effectiveness of dual-factor
authentication. For instance, research on multimodal
authentication combining face and PIN has demonstrated
a marked decrease in fraudulent access attempts
compared to single-mode systems. In real-time
implementations, achieving low-latency performance is
critical. Embedded platforms like Raspberry Pi or Arduino
are commonly used for prototyping such systems due to
their affordability and adaptability. These platforms often
incorporate a camera for face capture, a keypad for PIN
input, and a mechanical interface for cash dispensing. To
meet real-time constraints, developers optimize face
recognition algorithms using region-of-interest cropping,
quantization (e.g., TensorFlow Lite), or pruning of deep
learning models.

Security and privacy remain central concerns in these
systems. Liveness detection techniques—such as blink
detection or 3D facial mapping—are essential to prevent
spoofing with photos or videos. To safeguard user data,
modern systems employ encryption algorithms like AES
and RSA for secure transmission and storage.
Furthermore, adherence to data protection regulations,
such as the General Data Protection Regulation (GDPR), is
vital to ensure ethical data handling and user consent.

Recent developments in this field reflect a growing
emphasis on practical deployment. For instance, studies
like “A Secure Face Recognition-Based ATM Authentication
System” (IJCSNS, 2021) and “Face Recognition with Dual
Authentication for ATM Machines” (Springer, 2022)

highlight the increased accuracy and security benefits of
dual-factor systems. These works also emphasize the
importance of fallback mechanisms—such as PIN or
RFID—when biometric authentication fails due to lighting
conditions or hardware limitations.

In conclusion, integrating real-time face detection with PIN
authentication offers a secure and efficient solution for
ATM access. As facial recognition technology continues to
mature and embedded processing power increases, such
dual-factor systems are becoming increasingly viable for
widespread deployment. Ongoing research and innovation
in this domain are likely to lead to even more secure, user-
friendly, and privacy-conscious ATM systems in the near
future.

WORKING OF ATM-

The real-time face detection and PIN authentication
system for ATM machines is designed to enhance security
by implementing a dual-factor authentication process.
When a wuser approaches the ATM, the system
automatically activates the camera to detect and recognize
the user's face using a convolutional neural network
(CNN). The facial recognition model compares the
detected face with pre-registered faces stored securely in
the database. If the face is matched successfully, the
system proceeds to the second level of authentication,
prompting the user to enter their personal identification
number (PIN). The entered PIN is then hashed and
compared with the securely stored hash to verify
authenticity. Only when both the face and PIN are
successfully authenticated does the system allow access to
ATM functionalities. In cases where the CNN model fails to
detect or recognize the face—such as in low-light or low-
resource scenarios—a fallback method using Local Binary
Pattern Histogram (LBPH) is activated. Once
authenticated, an Arduino-based module controls the cash
dispenser to deliver the requested amount securely. This
integrated system ensures high-level security by
combining biometric verification with traditional PIN
authentication, minimizing the risk of fraud and
unauthorized access.

SCOPE-

The scope of the Real-Time Face Detection and PIN
Authentication System for ATM machines focuses on
enhancing the security and efficiency of ATM transactions
through dual-factor biometric authentication. This system
integrates real-time facial recognition using deep learning
models, specifically Convolutional Neural Networks
(CNNs), to verify the identity of users alongside traditional
PIN-based verification. In low-resource scenarios, Local
Binary Patterns Histograms (LBPH) serve as a fallback for
facial recognition. To strengthen authentication, the
system securely hashes PINs and employs classification
algorithms such as Support Vector Machines (SVMs) for
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facial feature analysis. The integration of an Arduino-
based cash dispenser ensures seamless hardware
interaction. This comprehensive approach aims to reduce
fraudulent transactions, prevent unauthorized access, and
streamline the ATM user experience by providing a
contactless and intelligent verification mechanism. The
system is designed to be scalable, secure, and compatible
with existing ATM infrastructure, making it suitable for
widespread deployment across banking networks.

The Real-Time Face Detection and PIN Authentication
System for ATM machines is a dual-factor security
framework designed to modernize and fortify ATM access
through the integration of biometric and traditional
verification methods. The core of this system lies in its use
of real-time facial recognition powered by deep learning
algorithms specifically, Convolutional Neural Networks
(CNNs) which enable accurate and rapid identification of
users at ATM terminals. This biometric component
ensures that only registered wusers can initiate
transactions, effectively minimizing the risk of card theft
or identity fraud. As a fallback in resource-constrained
environments, the system utilizes Local Binary Patterns
Histograms (LBPH), a lightweight and efficient facial
recognition technique that maintains security while
reducing computational demands. To add an extra layer of
protection, users are also required to enter a personal
identification number (PIN), which is securely hashed and
verified against encrypted credentials stored in the
database. The system also employs machine learning
models such as Support Vector Machines (SVMs) to
classify and validate facial features after extraction,
enhancing accuracy in diverse lighting and environmental
conditions. Additionally, the hardware integration features
an Arduino-controlled cash dispenser that interfaces with
the main system to dispense money only after successful
dual-factor authentication. This project not only aims to
prevent unauthorized access and skimming attacks but
also to streamline the ATM user experience by reducing
reliance on physical cards and making transactions faster
and safer. The system is designed with modularity and
scalability in mind, allowing easy integration with existing
ATM infrastructure while providing a robust platform for
future enhancements such as liveness detection, voice
prompts, or contactless card options.

CORE COMPONENTS OF ATM-
The core components of ATM are as follows:

Camera Module:

The first component of the system is the camera module,
responsible for capturing real-time images of the user's face.
High-resolution USB or IP cameras are used to ensure
accurate image capture under varying lighting and
environmental conditions.

Face Detection and Recognition:

Captured images are processed through a face detection
algorithm, such as Haar Cascades, MTCNN, or YOLO, which
identifies the presence and location of faces in the input
frame. Upon detection, a feature extraction model—
typically a Convolutional Neural Network (CNN)—is used to
generate facial embeddings. These embeddings are matched
against stored templates for identification. For low-resource
settings, Local Binary Pattern Histograms (LBPH) offer a
computationally efficient alternative. Classification is
performed using either a Support Vector Machine (SVM) or
softmax layer.

PIN Authentication Module:

In parallel with facial recognition, the system integrates a
traditional PIN-based authentication mechanism. Users
enter their PIN via a keypad or touch interface. The input is
hashed using a secure cryptographic algorithm such as SHA-
256 and matched with pre-stored encrypted values in the
database to ensure privacy and prevent plaintext password
exposure.

Authentication Controller:

The authentication controller serves as the decision engine
of the system. It validates the dual-factor authentication by
confirming both successful facial recognition and correct
PIN input. Access is granted only upon successful
verification of both parameters. Additional policies, such as
time-based or geolocation-based restrictions, can be
incorporated to further strengthen access control.

Hardware and Microcontroller Interface:

An embedded system (such as Arduino or Raspberry Pi) is
employed to interface the software system with the ATM
hardware. This includes control over actuators such as cash
dispensers, card reader locks, buzzer alarms, and
touchscreen interfaces. The microcontroller handles real-
time communication between hardware peripherals and
the authentication module.

User Interface (UI):

The system features a touchscreen-based graphical user
interface that guides the user through each step of the
authentication and transaction process. The Ul is designed
to be intuitive and responsive, with clear prompts for PIN
entry and real-time status updates during face detection.

Security and Networking Layer:

All communication within the system is secured using end-
to-end encryption via HTTPS and other secure protocols.
Passwords and sensitive data are encrypted at rest and in
transit. Secure socket layers (SSL) and firewall mechanisms
are integrated to protect against unauthorized access and
network attacks.
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PROPOSED SYSTEM ARCHITECTURE-

The system architecture is designed to facilitate seamless 1.

interaction between the user, the face recognition module,
the PIN verification module, and the cash dispensing 2

mechanism. The system is built with user-friendliness as a 3.
performed 4.

top priority. Facial authentication is
automatically using a webcam, requiring no physical

interaction. The PIN input interface is designed using 9.

Python's Tk-inter library, offering a clean and intuitive
layout. Users simply stand in front of the ATM, and the
system guides them through face recognition followed by
PIN entry. The minimal steps ensure accessibility for all
users, regardless of technical knowledge.

The architecture consists of the following components:

1. Input: A Webcam for face capture, GUI for PIN.

2. Processing: Face match via CNN, PIN verification logic.
3.Control Unit: Arduino receives serial signals from PC
and operates the motor.

4. Figure Face and Pin Authentication System Flow

Face and PIN Authentication System Flow

User Initiates
System

0 meut oewcies

PIN Verification

"@oomncxwo;nwv 1
il

<
Send Signal 1o Notily User of
Arduino Success

Cash
Simulation

Fig: proposed system architecture

RESULT AND DISCUSSION-
Face Recognition Accuracy: 96.5%

PIN Verification Success Rate: 100%

Transaction Processing Time: < 10 seconds

User Feedback: Test users found the interface simple and
intuitive.

The system performed well under different lighting but
struggled with faces wearing masks or glasses, indicating a
scope for improvement.

1 506 o L Comcnon P Acvwron o € Ve °
Welcome to ATM

Choose an option beiow 10 proceed
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Fig: GUI Screenshot

Fig: Testing Environment Photos
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These results demonstrate the system’s effectiveness in
providing secure and efficient ATM transactions.

A Real-Time Face Detection and PIN Authentication
system for ATM machines is an advanced security
mechanism that uses two-factor authentication to verify
the identity of a user before allowing access to banking
services. This system combines biometric verification
through face recognition with traditional knowledge-
based verification using a Personal Identification Number
(PIN). When a user inserts their ATM card, the machine
activates a camera to capture the user's face in real time.
Using sophisticated face detection algorithms, the system
identifies and isolates the face from the video feed. Then, it
extracts unique facial features through deep learning
models or classical computer vision techniques and
compares these features against the stored database of
authorized users linked to that card. If the face matches
the enrolled identity, the system prompts the user to enter
their PIN via the keypad. The entered PIN is securely
verified by comparing its encrypted hash with the stored
hash in the system's database. Only when both the face
recognition and the PIN authentication are successfully
validated does the ATM grant access for transactions such
as cash withdrawal. This dual verification process
significantly improves security compared to traditional
PIN-only methods, reducing the risk of fraudulent access
due to stolen cards or compromised PINs.

Face detection in this system is typically performed using
real-time algorithms such as Multi-task Cascaded
Convolutional Networks (MTCNN), Single Shot Detectors
(SSD), or other convolutional neural network-based
models, which quickly and accurately locate the user’s face
under various lighting and environmental conditions. For
recognition, deep learning-based models like FaceNet or
ArcFace are commonly used to generate high-dimensional
facial embeddings that uniquely represent each user.
These embeddings are then matched against a secure
database to confirm identity. In resource-constrained
environments, simpler algorithms like Local Binary
Patterns Histogram (LBPH) can be used as a fallback
method, though with less accuracy. The PIN authentication
component complements this by requiring the user to
input a secret code, which is hashed and compared against
stored values, ensuring that even if facial recognition is
spoofed or bypassed, unauthorized access is prevented
without the correct PIN.

FUTURE WORK

Future developments in real-time face detection and PIN
authentication for ATM machines can significantly
enhance both security and user experience. One promising
direction is the integration of multimodal biometric
authentication, where additional biometric methods such
as fingerprint scanning, iris recognition, or voice
authentication complement face recognition and PIN

input, creating a more robust multi-factor authentication
system. Improving the accuracy and reliability of face
recognition under challenging conditions, such as poor
lighting, occlusions like masks or glasses, and different
facial expressions, remains critical. Employing advanced
deep learning models like attention-based architectures
and implementing real-time anti-spoofing techniques will
help prevent fraudulent attempts using photos, videos, or
masks.

Privacy preservation is another vital area for future work.
Developing on-device face recognition systems that
process biometric data locally without sending it to cloud
servers can safeguard user privacy. Techniques such as
homomorphic encryption or secure multi-party
computation can enable secure PIN verification without
exposing the actual PIN to potential threats. Furthermore,
adaptive and continuous authentication approaches can be
explored to verify the user’s identity throughout the
transaction session, detecting any anomalous or
suspicious behavior promptly.

Optimizing these systems for edge computing platforms
and low-power devices is also important, allowing ATMs
to perform complex face detection and authentication
tasks efficiently without relying on constant internet
connectivity. This includes creating lightweight and
energy-efficient deep learning models suitable for
embedded hardware. Additionally, integrating biometric
authentication with broader fraud detection mechanisms
that analyze transaction patterns and geolocation can
proactively prevent unauthorized access.

Improving user experience is essential, especially by
reducing authentication time and providing accessible
interfaces for diverse users, including those with
disabilities or the elderly. Expanding and diversifying
datasets to include different demographics and
environmental conditions will help models generalize
better, while federated learning techniques can enable
continuous model updates from distributed ATM data
while respecting privacy. Lastly, future work should also
focus on regulatory compliance and ethical considerations,
ensuring data protection laws are met, and users are
informed and consent to biometric data usage. Building
transparent and explainable Al systems will foster user
trust and acceptance of these advanced authentication
technologies.
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ADVANTAGES

Integrating  real-time face detection and PIN
authentication in ATM machines offers a powerful dual-
factor security mechanism that significantly enhances user
safety and system integrity. This approach ensures that
even if a user's PIN is compromised, unauthorized access
is prevented without the corresponding facial match,
adding a crucial layer of biometric verification. Real-time
face recognition provides a contactless and convenient
user experience, minimizing physical interaction with the
machine and reducing risks of transmission or wear on
hardware. Furthermore, it deters identity theft, skimming,
and card fraud, as both the facial data and PIN must align
with stored records. In emergency scenarios, such as when
a user is coerced, facial analysis can even detect distress
signals or mismatched expressions for advanced security
alerts. Overall, this technology promotes not only higher
transactional security but also smoother, more
modernized banking interactions, fostering trust and
reliability in automated financial systems.

1. Enhanced Security through Dual-Factor
Authentication: By combining facial recognition with
a PIN, the system adds a robust layer of security that
significantly reduces the chances of unauthorized
access, even if the PIN is stolen.

2. Fraud Prevention: Real-time facial recognition can
prevent identity theft, card skimming, and shoulder
surfing by verifying that the person using the ATM is
the legitimate cardholder.

3. Touchless Authentication: Especially relevant post-
pandemic, face detection provides a contactless
method of authentication, reducing the need to touch
surfaces and minimizing health risks.

4. User Convenience: Customers can access ATM
services faster and more conveniently by simply
facing the camera, which improves user experience,
particularly for those who might forget their card or
PIN.

5. Surveillance Integration: The system can be
integrated with existing CCTV or surveillance systems
to provide real-time alerts in case of suspicious
activity or when known fraudsters are detected.

6. Audit Trail and Evidence Collection: Each
transaction can be logged with facial data, which can
help in investigations in case of disputes or criminal
activity.

7. Deterrent Effect: The presence of visible face
recognition technology acts as a deterrent to potential
criminals, reducing the likelihood of ATM-related
crimes.

8. 24/7 Monitoring and Alerts: The system can
continuously monitor ATM use and automatically
trigger alerts to authorities or bank security teams in
case of unauthorized access attempts or tampering.

9. Personalized Services: Future implementations can
use face recognition to provide personalized
experiences, such as preferred language selection or
account summaries, enhancing customer satisfaction.

10. Reduced Card Dependency: Eventually, this
technology could allow cardless transactions, where
face recognition alone could initiate services—
especially useful in lost or forgotten card scenarios.

11. Minimized Insider Threats: Even if an insider tries
to misuse ATM services with stolen credentials, the
system can detect facial mismatches and block access.

12. Improved Accessibility: For individuals with
disabilities or difficulties handling cards, facial
authentication can provide an easier and more
inclusive way to access banking services.

LIMITATIONS

Real-time face detection combined with PIN
authentication for ATM machines introduces several
limitations and challenges, both technical and practical.
One of the primary concerns is the accuracy and reliability
of the face recognition system under varying
environmental conditions such as poor lighting, facial
obstructions (e.g., masks, sunglasses), and different
camera angles, which can significantly affect recognition
performance. Additionally, real-time processing requires
substantial computational power and optimized
algorithms to ensure quick response times, especially in
embedded systems with limited resources. There are also
privacy and data protection concerns, as capturing and
storing biometric data like facial images necessitates strict
compliance with security and legal standards. Moreover,
system maintenance and calibration can be costly and
require frequent updates to handle new threats or
improve recognition accuracy. Integration with legacy
ATM hardware can pose compatibility issues, and user
acceptance may be hindered by concerns about
surveillance or technical complexity. Finally, fallback
mechanisms must be implemented for cases where either
biometric or PIN verification fails, to ensure accessibility
and security are not compromised.

While integrating real-time face detection with security
systems in ATMs can enhance authentication, several
limitations  hinder its widespread deployment.
Environmental variability remains a critical issue—
extreme lighting conditions, shadows, weather effects (in
outdoor ATMs), and camera quality can impact the
accuracy of facial recognition. Furthermore, aging, facial
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hair changes, or cosmetic alterations can lead to
recognition errors over time. System latency is another
challenge; processing facial data in real time can introduce
delays, particularly on low-power hardware, affecting user
experience. The risk of spoofing—using photos, videos, or
3D masks to fool the system—necessitates the integration
of anti-spoofing mechanisms, which can be expensive and
complex to implement.

Data security and privacy present significant legal and
ethical challenges. Storing and managing biometric data
require strong encryption and compliance with privacy
regulations such as GDPR or local data protection laws.
Failure to safeguard this data can lead to severe breaches
and loss of public trust. Cost is another limitation; high-
quality cameras, embedded processors, and software
licenses increase the overall installation and maintenance
costs, making it impractical for low-budget deployments.
Additionally, face recognition systems may introduce
bias—some algorithms perform poorly across different
ethnicities, genders, or age groups, leading to unequal
access or false rejections. Accessibility is also a concern, as
individuals  with  certain  disabilities or facial
disfigurements may be unable to use facial recognition
systems effectively, necessitating inclusive alternative
authentication paths.

PERFORMANCE METRICES

For face recognition, accuracy determines how well the
system correctly identifies authorized users, while false
acceptance rate (FAR) and false rejection rate (FRR)
measure security and usability by indicating how often
unauthorized wusers are mistakenly accepted or
legitimate users are wrongly rejected, respectively. The
equal error rate (EER) provides an overall sense of
system accuracy by representing the point where FAR
and FRR are equal. Recognition latency—the time
needed to match a detected face to the database—is also
a key factor for user experience. Transaction Latency

PIN authentication performance is evaluated by the
correctness of PIN verification, with metrics including
the correct authentication rate, the PIN-specific false
acceptance rate, and false rejection rate, alongside
response time for verifying PIN inputs. When
considering the entire system, the end-to-end
authentication time—from face detection to PIN
verification—is crucial for user convenience, ideally kept
within a few seconds. Other broader metrics like user
throughput (number of users authenticated per minute),
system uptime, and resource utilization (CPU, GPU,
memory usage) influence the system’s operational
efficiency and feasibility.

Finally, security-related metrics such as resistance to
spoofing attacks (e.g., use of masks or photos) and PIN
brute force attempts are critical to ensure the system'’s
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robustness against fraud. Usability factors, including
user satisfaction and failure recovery rates, also affect
the practical success of the system in a real-world ATM
environment. Together, these metrics provide a
comprehensive framework for assessing and optimizing
the performance, security, and user experience of a real-
time face detection and PIN authentication ATM system.

CONCLUSION-

This paper demonstrates a cost-effective, dual-
authentication ATM model integrating facial recognition
and PIN verification. With strong accuracy and real-time
hardware response, it provides a significant
improvement over traditional system. Future work may
include online database verification, loT-based remote
access, and advanced spoof prevention using liveness
detection.
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